epcom®

3 6 0 Series

telligent PTZ. Keyboard Controller

e /4 Speed level.

¢ | CD Screen.

e Function Keys (Preset, Shot, Pattern, Run).
e Multiprocol.

e Built with ABS plastic.

e Highly resistant to impacts.

e Ergonomic design.

| Mk

Keyboard Controller Parameters

PTZ Address 0-254
g Security Password Protected
Z Key press sound volume Off, Low, Mid, and High
& | Language English

Other Key Backlight T

Protocol Pelco D, PelcoP, HIKVISION c
N | Communication RS485 Half- Duplex £ Preset 1 2 3 Tele | | wide
o | Baudrate 2400 bps, 4800 bps, 9600 bps, 19200 bps, 38400 bps 9

Oteration Functions Presets, Pattern, Shot, Cam, setup -

Power 12Vdc Shot 4 5 6 Near Far

Power consumption 5.0 W
& | Humidity <90 % RH
S | Screen 128 X 132 LCD Screen 7 8 9 I Open | | Close

Dimmensions 135(L) X 130(W) X 15(H) mm

Package Sise 180(L) X 165(W) X 90 (H)mm ]

Run Auto 0 Cam Auxon | | Aux off
-
I
130 mm (W)

* Al specmcatrons are subjet to.change without notice.
* Allbrand names and regrstered trademarks are' the property of their respectrve owners.
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